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1.0

Introduction

Pattle Delamore Partners Limited (PDP) has been engaged by Fletcher to provide
comment on the management of any contaminated land within the area of the private
plan change for the Three Kings Renewal (Option 15H-2). The private plan change
enables the comprehensive redevelopment of the former Fletcher quarry lands at Three
Kings for between 1,200 and 1,500 residential dwellings.
This report summarises the actual and/or potential contaminated land issues at the site
and how these issues will be managed in accordance with the relevant regional and
national contaminated land regulations below.
Resource Management (National Environmental Standard for Assessing and

•

Managing Contaminants in Soil to Protect Human Health) Regulations 2011
(NES)
Auckland Council Regional Plan: Air, Land and Water (ACRP:ALW, operative

•

30/09/13)
Proposed Auckland Unitary Plan (PAUP, notified 30/09/13)

•

In our opinion any contaminated land within the plan change area will be appropriately
addressed through the existing planning framework.

2.0

Site Description and History

The proposed private plan change area includes the following land parcels and areas.

Table 1: Site Details and Ownership
Option

Land Parcels

Owner

Area

15H-2

Lot 1 DP 37020

Fletcher Concrete and Infrastructure Ltd

15.2 ha

A brief history of the Three Kings Quarry, sourced from the Three Kings Quarry website 1 is
given below.
According to the 1964 book “City of Volcanoes. A Geology of Auckland”, the
volcanic cone complex at Three Kings (which encompasses Winstone
Aggregates land and adjoining properties) has been subject to quarrying from
about the time the Winstone brothers started their horse and cart deliveries of
coal from the Queen Street wharf in the mid-1800s.
Historical records show that Governor Fitzroy granted the land to Messrs
Hallimore and Polack in 1845. Winstone Ltd purchased the site in 1922 from
a William Connelly who had acquired the fee simple in May 1884.

1

http://www.threekingsquarry.co.nz/consenting-sites/three-kings-quarry/history/ accessed on 01/05/14.
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Prior to the 1960s, quarrying occurred above the level of surrounding land and
there were three quarries in the vicinity of the 15 hectare Winstone property.
Today, none of the original topography remains and the entire site has been
lowered to road level or below.
Quarry activity to the north of the current Winstone Aggregates site ceased
about 25 years ago, and it was subsequently filled and rehabilitated and now
houses a mix of light industrial and residential development.
To the south and southwest is previously quarried reserve land. Last quarried
under the direction of the Mt Roskill Borough Council, it ceased in the mid1970s and is now managed by Auckland Council.
In the north-eastern corner of the 15 hectare site are buildings and industrial
yards originally established in the 1950s when Winstone’s developed New
Zealand’s first concrete masonry manufacturing plant (Vibrapac). Its products
were made largely from the scoria available on the site taking advantage of its
relatively light weight. A builder’s supply yard then operated from these
premises until 1997.
The quarry’s output grew steadily with the development of the surrounding
community and reached its present capacity in the 1950s. Mines returns and
company records show that annual production has exceeded 200,000 tonnes,
but that demand currently averages 160,000 to 180,000 tonnes per year.
Quarrying at the site has now largely ceased, and the quarry pit is being backfilled with
managed cleanfill under resource consents 36221, 36222, 37770 and R/LUC/2009/743.

3.0

Potential Contaminated Land Issues

The proposed private plan change area under Option 15H-2 has been the subject of a
Preliminary Site Investigation (PSI). This PSI has confirmed some historic and ongoing
Hazardous Activities and Industries List (HAIL) land use. For example, diesel has been
stored above and below ground (HAIL Item A 13 and 17), explosives have been stored
and used (HAIL Item C), there have been commercial concrete manufacture and cement
storage activities (HAIL Item E 4), and the main quarry is currently being used as a
consented controlled fill site (HAIL Item G 5). There has also been historic filling on some
parts of the site (HAIL Items G 5 and I) including in the commercial area in the northeast
part of the site.
An environmental report titled Historical Contamination Assessment Three Kings Quarry,
by Domain Environmental Ltd (dated February 2009), submitted as a specialist report in
support of the Three Kings Quarry Cleanfill consent application 2 has been reviewed. The
report identified several HAIL land uses at the site, including fuel, oil and explosives

2

http://www.threekingsquarry.co.nz/wpcontent/uploads/2011/09/Appendix_HHistorical_Contamination_Assessment.pdf accessed on 01/05/14.
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storage and use, but concludes that ‘there is no basis for classifying the Three Kings
quarry site as contaminated or potentially contaminated’.
Filling of the main Three Kings quarry site commenced on 2 April 2012 under resource
consents 36221, 36222, 37770 and R/LUC/2009/743. The consent specifies
acceptance criteria for contaminant concentrations on a maximum and rolling average
basis for surface (<2m from final ground level) and deeper fill (>2m from final ground
level). The strict acceptance criteria set in the consent for contaminant concentrations
are below NES SCS and ACRP:ALW/PAUP permitted activity criteria. A Fill Management
Plan (FMP) has been prepared for the site in accordance with the conditions of consent.
The latest Fill Management Plan - Annual Compliance Report (June 2013) confirms that
the filling operation is being undertaken in general accordance with the conditions of
consent and with the FMP 3.

4.0

Regulatory Context

The land within the proposed private plan change area is acknowledged as being subject
to the NES due to historic HAIL land use. The requirements of the NES will need to be
met due to the proposed changes in land use from quarrying, commercial and
recreational, to residential and open space. It is understood that the applicable land use
scenario under the NES will be residential (with access to lawn area) to high density
residential (with no access to lawn area) due to the nature of the proposed development,
along with some recreational land. Hence either residential (which assumes 10% produce
consumption) or high density residential soil contaminant standards (SCS) and soil
guideline values (SGV) will need to be complied with to ensure that requirements of the
NES are met. A resource consent under NES Regulation 9, 10 or 11 will be required for
the change of land use, subdivision and soil disturbance unless the requirements of the
NES permitted activity Regulation 8 can be complied with.
The land within the proposed private plan change area is also subject to the contaminated
land provisions of the ACRP:ALW and the PAUP. Specifically, potentially contaminated
land will be investigated to confirm compliance with permitted activity rules 5.5.40 or
5.5.41 (ACRP:ALW) and Chapter H Section 4.5 Contaminated Land Part 2.1 (PAUP).
Alternatively, if permitted activity rules are not met then a discharge consent will be
required as a controlled activity (ACRP:ALW rules 5.5.43 or 5.5.44 and PAUP Chapter H
Section 4.5 Contaminated Land Part 2.2), restricted discretionary activity (ACRP:ALW rule
5.5.44A and PAUP Chapter H Section 4.5 Contaminated Land Part 2.3) or a discretionary
activity (ACRP:ALW rule 5.5.45 and PAUP Chapter H Section 4.5 Contaminated Land Part
1).
The current filling activity in the main quarry pit is a consented activity under resource
consents 36221, 36222, 37770 and R/LUC/2009/743. As noted above, the resource
consent contains acceptance criteria that are equal to or more stringent than the NES
SCS and ACRP:ALW/PAUP permitted activity criteria. Compliance with the consent
3

http://www.threekingsquarry.co.nz/wp-content/uploads/2011/08/June-20133.pdf accessed on 01/05/14.
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conditions will ensure that there will be no contamination issues arising from the filling
activity.

5.0

Proposed Management of Contaminated Land

The following methodology, following standard contaminated land management practices,
is considered to be appropriate for the management of actual and potential contaminated
land issues within the subject private plan change area as identified by the PSIs
undertaken.
•

A Site Management Plan (SMP) will be prepared for the Option 15H-2 area. The
SMP will specify how actual and/or potential land contamination issues on each
‘piece of land’ identified by the PSI are to be managed during development of
the site.

•

Where appropriate a Detailed Site Investigation (DSI) will be undertaken to
characterise individual actual and/or potential land contamination issues prior to
development.

Actual land contamination issues characterised by a DSI, or identified by the PSI and
managed in accordance with a SMP during development of the site, will be remediated
and validated as required. Alternatively, where appropriate, a long term monitoring and
management plan shall be prepared along with the relevant resource consent
applications.
All contaminated land investigation, management and reporting work will be undertaken in
accordance with the relevant Auckland Council regulations, and in accordance with the
Ministry for the Environment Contaminated Land Management Guidelines 1 and 5 as
required under the NES. Based on the findings of the PSI reports, the actual and potential
contamination issues identified within the Option 15H-2 area are able to be addressed
using standard contaminated land management practices.

6.0

Conclusions and Recommendations

The proposed Three Kings Renewal will be subject to the NES and the contaminated land
rules in the ACRP:ALW and the PAUP due to historic and current HAIL land use as
summarised below:
•

HAIL Item A 13 and 17 (fuel storage and dispensing)

•

HAIL Item C (explosives storage and use)

•

HAIL Item E 4 (concrete manufacture and cement storage)

•

HAIL Item G (filling)

The requirements of the NES, ACRP:ALW and PAUP will need to be met. It is anticipated
that the proposed future development of the site will require a resource consents as a
discretionary activity under NES Regulation 11 and a restricted discretionary activity under
ACRP:ALW Rule 5.5.44A and PAUP Part 3 Chapter H Section 4.5 Item 2.3.1.
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The actual and potential contamination issues identified by the PSI can be appropriately
addressed by standard and accepted contaminated land management practices to ensure
that contaminant concentrations at the site comply with relevant NES standards and
guidelines for the proposed land use. The ACRP:ALW, operative Auckland District Plan
(Isthmus Section) provisions, and the PAUP appropriately require that these matters be
appropriately addressed as part of the assessment of future consents.
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1.0

Introduction

Pattle Delamore Partners Limited (PDP) has been engaged by Fletcher to prepare a
Preliminary Site Investigation (PSI) for the Three Kings Quarry. The proposed Three Kings
Renewal (Option 15H-2) involves the comprehensive redevelopment of the former
Fletcher quarry lands at Three Kings for between 1,200 and 1,500 residentia l dwellings.
This report, prepared in accordance with Ministry for the Environment (MfE) Contaminated
Land Management Guideline No. 1 (CLMG No. 1) (MfE, 2011), summarises the actual
and/or potential contaminated land issues at the site. This report has been prepared to
satisfy the requirements of the following regional and national contaminated land
regulations:
•

Resource Management (National Environmental Standard for Assessing and
Managing Contaminants in Soil to Protect Human Health) Regulations 2011
(NES)

•

Auckland Council Regional Plan: Air, Land and Water (ACRP:ALW, operative
30/09/13) (AC, 2013a)

•

2.0

Proposed Auckland Unitary Plan (PAUP, notified 30/09/13) (AC, 2013b)

Objectives

The key objective of this work has been to identify any actual or potential soil
contamination issues within the Three Kings Quarry site and to summarise the relevant
information in a PSI report.

3.0

Scope of Work

The scope of work undertaken by PDP, as instructed by Fletcher, has included:
•

Desktop study including review of historic aerial photos, Land Information
Memorandum (LIM), property file, and an Auckland Council contaminated site
enquiry.

•

Review of other relevant site history information held by Council and/or Three
Kings Quarry/Winstone Aggregates.

•

Site walkover and comparison of current landform and contours with historic and
proposed future landform and contours, to assess if filling has taken place.

•

Identification of actual or potential contamination issues at the site.

AJ456101R001 PSI_ VERSION 1.DOCX
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4.0

Site Identification, History & Description

4.1

Legal Description

The Three Kings Quarry is located near the corner of Mt Eden Road and Mt Albert Road,
at 985 Mt Eden Road, Three Kings. The site is legally described as Lot 1 DP37020 and
covers an area of approximately 15.2 ha. The certificate of titles for the Three Kings
Quarry site (NA953/21 and NA332/100), confirm that the site has been owned by
Fletcher Concrete and Infrastructure Ltd, and its predecessors Winstone Aggregates Ltd
and Winstone Ltd since 1922. The site location and extent are shown on Figure 1 (see
Appendix A).
Certificates of title are included in Appendix C.

4.2

Site History

A brief history of the Three Kings Quarry, sourced from the Three Kings Quarry website
(http://www.threekingsquarry.co.nz/consenting-sites/three-kings-quarry/history/), is given
below.
According to the 1964 book “City of Volcanoes. A Geology of Auckland”, the volcanic
cone complex at Three Kings (which encompasses Winstone Aggregates land and
adjoining properties) has been subject to quarrying from about the time the
Winstone brothers started their horse and cart deliveries of coal from the Queen
Street wharf in the mid-1800s.
Historical records show that Governor Fitzroy granted the land to Messrs Hallimore
and Polack in 1845. Winstone Ltd purchased the site in 1922 from a William
Connelly who had acquired the fee simple in May 1884.
Prior to the 1960s, quarrying occurred above the level of surrounding land and there
were three quarries in the vicinity of the 15 hectare Winstone property. Today, none
of the original topography remains and the entire site has been lowered to road level
or below.
Quarry activity to the north of the current Winstone Aggregates site ceased about 25
years ago, and it was subsequently filled and rehabilitated and now houses a mix of
light industrial and residential development.
To the south and southwest is previously quarried reserve land. Last quarried under
the direction of the Mt Roskill Borough Council, it ceased in the mid-1970s and is
now managed by Auckland Council.
In the north-eastern corner of the 15 hectare site are buildings and industrial yards
originally established in the 1950s 1 when Winstones developed New Zealand’s first
concrete masonry manufacturing plant (Vibrapac). Its products were made largely
1
It is noted that during a review of the property file for the site (see Section 7.2) PDP has found
consent applications for extensions to buildings in this area of the site which date from 1943.
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from the scoria available on the site taking advantage of its relatively light weight. A
builder’s supply yard then operated from these premises until 1997.
The quarry’s output grew steadily with the development of the surrounding
community and reached its present capacity in the 1950s. Mines returns and
company records show that annual production has exceeded 200,000 tonnes, but
that demand currently averages 160,000 to 180,000 tonnes per year.

4.3

Geology, Hydrogeology and Topography

The Geology of the Auckland Urban Area (Kermode, 1992) geologic map indicates that the
site is underlain by basalt and basanite scoria of the Auckland volcanic field and
construction fill. These are volcanic deposits characterised by red, grey and black, angular
to subrounded, vesicular, pebble- to boulder-sized fragments, and fill characterised by
compacted clay- to gravel-sized materials, including possible demolition debris. A
geological map of the Three Kings area (Figure E1, see Appendix A), prepared by PDP for
the application for a controlled fill resource consent in 2009, is attached in Appendix A.
Machine boreholes drilled for soakage testing (April 2014) generally confirm the published
geology, although fill was encountered to a depth of up to 2.0 m below ground level (bgl).
Filling of the main quarry hole commenced in 2012 under resource consents 36221,
36222, 37770 and R/LUC/2009/743.
Groundwater flows towards the groundwater pump in the south eastern corner of the
quarry which is used to lower the water table in order to facilitate the quarrying operation.
The abstracted groundwater is then discharged into the reticulated stormwater network
which ultimately discharges to the Manukau Harbour. Groundwater is also used for
municipal water supply (via the Watercare Water Treatment Plant in the southeast corner
of the main Three Kings Quarry site) and for site use at Three Kings Quarry (dust control
and truck washes). Without dewatering groundwater within the quarry naturally ponds
within the scoria and basalt until it fills up an underground reservoir and overflows to the
north through a breach in the tuff ring surrounding the quarry. From here it flows towards
Western Springs and ultimately to Meola Reef where it discharges into the Waitemata
Harbour.
The topography of the site includes flat areas around the perimeter of the site (northeast
and southeast parts). There are steep benched slopes down into the quarry pit. The
access road into the quarry pit currently runs along the northern and western boundaries
of the site. The main quarry pit is currently being filled as discussed above.

5.0

Existing Environmental and Geotechnical Reports

5.1

Domain Environmental Ltd (2009)

An environmental report titled Historical Contamination Assessment Three Kings Quarry by
Domain Environmental Ltd (DEL, 2009), submitted as a specialist report in support of the
Three Kings Quarry Cleanfill consent application, was reviewed. The key findings of this
report are summarised below.

AJ45 6101R001 PSI_ VERSION 1.DOCX
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•

The Three Kings quarry site has been quarried by Winstone since around 1922,
with the prior land use being rural farming.

•

There are no records of site contamination or spills on the Three Kings quarry
site based on Auckland Regional Council (ARC) records.

•

Fuel was historically stored at the site in a 4,500L underground storage tank
(UST) until 1994 when the UST was decommissioned and removed. There are no
tank removal reports or records, but the ground underneath the former UST
location has subsequently been excavated to a depth of 10m.

•

Between 1994 and 1999 fuel was stored in a 13,500L above ground storage
tank (AST) with an integral steel bund. As with the UST, the AST location has
subsequently been excavated to a depth of at least 10m.

•

Since 1999 refuelling has been undertaken by a contractor using a mobile tanker
and there are no records of fuel spills.

•

An engineering workshop was formerly located within the quarry and included the
storage of lubricating oil. The old engineering workshop was removed in 1995
and this location has subsequently been excavated to a depth of at least 10m.

•

In 1995 the engineering workshop activity moved to its current location and has
a bunded oil storage area and a wash down pad, and there are no records of oil
spills to ground.

•

A spill register for the site, operational from 2001 onwards, records a total of 10
minor oil spills and no fuel spills.

•

Explosives were used for quarrying activities until the late 1980s or early 1990s,
with residual explosive materials being removed from site soon after a 1995
audit report recommending this action. Former explosive storage areas have
subsequently been excavated to a depth of at least 10m.

•

The report concludes that ‘there is no basis for classifying the Three Kings quarry
site as contaminated or potentially contaminated’.

It is understood that the Domain Environmental review pertains to the main part of the
quarry site (the quarry pit) and may not include currently developed areas around the
perimeter of the quarry pit (the assessment area was not clearly defined in the Domain
Environmental report). PDP have verified some of the information provided by Domain
Environmental through our search of other site information sources, as detailed in
Sections 5, 6, 7 and 8 below. However, PDP have been unable to independently verify all
aspects of the information regarding potential contaminant sources provided in the
Domain Environmental report. The conclusion of the Domain Environmental report that
‘there is no basis for classifying the Three Kings quarry site as contaminated or potentially
contaminated’ may apply to the main quarry pit area, but, based on this PSI, does not
apply to the whole site.
A copy of the Domain Environmental report is included in a separate electronic file with
other supporting information.
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5.2

Property Works (2014)

A Background Property Report (dated 26/03/14) for the commercial premises in the
northeast part of the Three Kings Quarry site was prepared by Property Works Ltd (PWL,
2014). The report compiled site plans, aerial photographs, current tenants and land use,
geotechnical and other engineering information, and included a brief history of the Three
Kings Quarry, HAIL land use and dangerous goods records, and available
environmental/contamination reports.
The information reviewed to create the Background Property Report was primarily sourced
from the Auckland Council property file CD, and therefore any information it contains
which is relevant to the history and potential contamination issues at the site is discussed
in Section 7.2.
The Property Works report also included an Asbestos Inspection Report by Consulting
Environmental Demolition Asbestos (CEDA Ltd) (CEDA, 2014). CEDA undertook an
inspection of the buildings within the commercial premises in March 2014, with the
objective of identifying any asbestos containing materials (ACM) at the site. Further, the
scope of CEDA’s investigation included providing advice on the condition of the ACM
found to be present, and any recommendations for control of any ACM found. The main
findings of this assessment are summarised below.
The building aspects found to contain ACM were wall cladding and roofing materials.
These materials were present across the site buildings. The types of asbestos identified in
these materials were chrysotile (white asbestos) and amosite (brown asbestos) (confirmed
by qualitative laboratory testing of one representative sample of roofing material). As part
of their inspection, CEDA assessed the extent of deterioration, and the potential to
release fibres if disturbed, of the ACM observed. With the exception of the materials
observed on the north walls, which were painted and assessed as having a very low
potential to release fibres, the remaining materials were assessed as having a medium to
high risk of releasing fibres if disturbed. However, air testing carried out in two locations
by CEDA during the inspection indicated that fibre release was not occurring above the
detection limit of the monitoring equipment (<0.01 fibres/mL).
The CEDA report concluded that if left undisturbed, the ACM observed on site should not
pose a risk of fibre release above Workplace Exposure Standards, and that the materials
should remain stable until at least 2016. The report further stated that any work on the
roof structure should be done by tradespersons with a suitable qualifications in dealing
with ACM, and should conform to the guidelines set out in the Health and Safety in
Employment (Asbestos) 1998 Act and the New Zealand Demolition and Asbestos
Association New Zealand guidelines for the management and removal of asbestos (3 rd
Edition) (NZDAA, 2011).
A copy of the CEDA report is included in a separate electronic file with other supporting
information.
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5.3

Geotechnical Information

In April 2014 PDP undertook soakage testing for stormwater disposal at several locations
along Mt Eden Road. Fill was encountered to depths of between 0.5 and 2.0m in all 4
borehole locations drilled for the soakage testing. This fill material is of unknown origin
and hence is considered to be potentially contaminated. Geology below the surficial fill
material was basalt and/or scoria as per the published geology.
Borelogs are included in a separate electronic file with other supporting information.
Borehole locations are shown on Figure 1 in Appendix A.

6.0

Aerial Photographs

Aerial photographs from 1940, 1959, 1996, 2001, 2006, 2008 and 2010 were
reviewed. The aerial photographs up to 2010 were accessed from the Auckland Council
GIS website (http://maps.aucklandcouncil.govt.nz/). The 2012 aerial photograph was
accessed from Google Maps (https://www.google.co.nz/maps/). The 2014 aerial
photograph was supplied by Fletcher (flown by Precision Aerial Mapping, January 2014).
Historic aerial and site photographs are also available from The Fletcher Trust Archive
(http://www.fclarchives.co.nz/). The quality of these photographs is variable and these
photographs have not been formally reviewed as part of this PSI.

6.1

1940 Aerial Photograph

The 1940 aerial photograph shows that quarrying activities have commenced within the
main Three Kings quarry site. There also appears to be quarry activity to the north and
south of the site. There are three buildings in the southeast corner of the site and one in
the northeast corner. There appears to be one or more small sheds along Mt Eden Road
near the northeast corner of the site. There appears to be a large building in the middle
of the site next to the access road into the quarry pit.

6.2

1959 Aerial Photograph

The 1959 aerial photograph shows that quarrying activities have expanded significantly
since 1940, within the Three Kings Quarry site and to the north, south and southwest.
The three buildings in the southeast corner of the site, and the building in the northeast
corner, are still present. The northeast part of the site is now significantly developed with
a large complex of industrial/commercial buildings present. There are also buildings to the
west of the main building complex next to the access road into the quarry pit. There
appears to be some storage areas in the northwest and northeast parts of the site.

6.3

1996 Aerial Photograph

The 1996 aerial photograph is of poor quality but shows ongoing quarrying activities at
the Three Kings Quarry site. Land to the north appears to be partially developed with
quarrying finished and possibly some filling of the quarry pit occurring. Land to the south
and southwest is no longer being quarried and appears to be vacant. The main building
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complex in the northeast part of the site appears to be generally unchanged from the
previous aerial photograph. The building to the north of the main building complex has
been extended to the west and there is no longer any materials storage in this location.
There is a building in the northeast corner of the site and there appears to be a flat
materials/equipment storage, site access and parking area part way along the northern
boundary of the site from Mt Eden Road. There appear to be two buildings immediately
south of this flat area. In the southeast corner of the site there is only one building
present which appears to correspond to one of the three buildings present in this vicinity
in the previous aerial photograph. To the west of the main building complex there appears
to be three buildings, two of which are different from those visible in the previous aerial
photograph in the same vicinity.

6.4

2001 Aerial Photograph

The 2001 aerial photograph clearly shows the extent of the quarry and site features at
that point in time. The quarry pit appears to be in a very well organised state. The building
coverage appears to be the same as in the previous aerial photograph. There are parking
areas to the south and west of the main building complex in the northeast part of the
site. There are three access ways from Mt Eden Road in the northeast part of the site.
The main building complex appears to contain and mix of roofing materials with the darker
grey roof areas potentially being ‘Super 6’ (asbestos roofing material). There appears to
be a knoll extending into the quarry to the west of the main building complex with three
buildings present and an access road down into the quarry pit. There appear to be two
additional small buildings in the northeast corner of the site. The building in the southeast
corner of the site is still present and there are two round features (water tanks) adjacent
to the building. There is a small shed part way along the southern boundary of the site.

6.5

2006 Aerial Photograph

The 2006 aerial photograph shows the Three Kings Quarry site as generally unchanged
from the 2001 aerial photograph.

6.6

2008 Aerial Photograph

The 2008 aerial photograph shows the Three Kings Quarry site as generally unchanged
from the 2006 aerial photograph. The access road and buildings to the west of the main
building complex have now been removed.

6.7

2010 Aerial Photograph

The 2010 aerial photograph shows the Three Kings Quarry site as generally unchanged
from the 2008 aerial photograph.

6.8

2012 Aerial Photograph

The 2012 aerial photograph from Google Earth shows the Three Kings Quarry site as
generally unchanged from the 2010 aerial photograph, although the weigh bridge and
associated kiosk in the northeast corner of the site have been relocated.
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6.9

2014 Aerial Photograph

The 2014 aerial photograph (refer to Figure 1 in Appendix A) is of high quality and most
of the current site features can be can be clearly seen. The site is generally unchanged
from the 2012 aerial photograph.

7.0

Auckland Council Information

7.1

Land Information Memorandum

A Land Information Memorandum (LIM) for the property was obtained from the Auckland
Council by PDP on 17 April 2014.
Resource consents and building consents issued for the property by the former Auckland
City Council, former Auckland Regional Council and the Auckland Council are listed in the
LIM. Of these consents, those which may be considered relevant to the site history and
potential land contamination of the site are:
•

1944 building permits for erection of an addition and for a cement shed at the
scoria pit;

•

Building permits to extend or undertake alterations to the factory / block plant in
1945, 1952, 1954, 1956, 1957, 1960, 1963;

•

A 1946 building permit to erect a roof over a concrete block yard;

•

A 1951 building permit to erect a hopper tower curing room and boiler house;

•

A 1953 building permit for a caretakers cottage;

•

1956 building permits to install an underground petrol tank and erect a stand
and box;

•

A 1960 building permit to erect a transformer kiosk;

•

A 1961 building permit for a storage concrete pit;

•

Building permits to erect a covered area in 1961 and 1965;

•

1971 building permits to erect cement storage silo and covers over storage bins;

•

A 1973 building permit to erect a cement shed for storage;

•

Building permits to build sand and aggregate bins and erect a store extension in
1982;

•

A 1985 planning consent for Winstone Glass manufacturing/processing plant;

•

A 1986 building permit to convert the factory to office/warehouse;

•

A 1994 land use consent for joinery workshop / business 7 zone;

•

A 1994 building permit for a joinery workshop;

AJ45 6101R001 PSI_ VERSION 1.DOCX

8

PATTLE DELAMORE PARTNERS LTD
PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS

•

1995 building permits to relocate workshop on site; undertake internal
alterations and for drainage from wash down bay;

•

A 1995 land use consent to operate a joinery workshop and bulk timber storage
facility;

•

A 1995 land use consent for a water purification plant (including a pump house
and an electrical transformer);

•

A 2006 building permit for demolition of processing plant and structures;

•

Land use consents in 2011 for the clean fill of the quarry and for change of site
use from manufacturing to retail and warehouse.

The LIM also notes the following in relation to this site:
•

Soil issues - Soil issues recorded. The land may not be suitable for particular
development of land use purposes. A soils report must be submitted with any
building and/or resource consent application.

•

Contamination Issues - This site is identified within the council's register of
contaminated sites due to the current or past land use activities commonly
associated with hazardous substances that may have resulted in contamination.
This site is potentially contaminated but not investigated yet. Changes in land
use or redevelopment of this site may require a controlled resource consent
application, which may require reports such as further site investigation,
remediation action plan, management plan or contamination risk assessment. No
reports are held about issues specific to this site.

Relevant information from the LIM is included in a separate electronic file with other
supporting information.

7.2

Property File

The site property file CD was obtained from Auckland Council and reviewed. Site features
relevant to the site history or which have been identified as a potential contaminant
source are shown on Figure 1 (see Appendix A).
From the 1940s to the 1970s, there are many consent applications on the property file
which detail the use of fibrolite materials in site building construction. These materials
were used for the construction of roofs, and / or walls. Many construction drawings show
the use of fill to create appropriate building platforms. The source of this fill is unknown,
but it is considered likely that it was sourced from the adjacent quarry.
The earliest documents on the property file which pertain to the commercial area (referred
to as the ‘main building complex’ in Section 6) in the northeast part of the site are dated
1943, and are plans for an extension to a factory (addition of a machine room). Through
the 1940s, there are several consent application documents which detail other
extensions to this factory, described in one application as the ‘block factory’. An
application is made in 1946 to erect a roof over the concrete block yard.
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Through the 1950s, documents on the property file detail the construction and extension
of a concrete block plant within the commercial area. A set of drawings from 1951 show
the proposed, amended layout of the ‘Besser Concrete Block Plant’. These plans detail
the presence of a boiler room and a coal hopper. The use (burning) of coal is a potential
source of contaminants (polycyclic aromatic hydrocarbons (PAHs), boron and heavy
metals) at the site. These plans also show that in 1951, the factory buildings and the
adjacent Three Kings Road were on a lower topographical level than the quarry area to
the southwest. Plans show that kilns were added to the rear of the concrete block plant
in 1954.
In 1956 a consent application is recorded for the installation of an underground storage
tank (UST) for petrol, and a pump. There are no details relating to the location of this
tank on site, or its size. The application does detail that the walls of the UST were to be
constructed of a ‘concrete pit’.
A further consent application document from 1961 seeks permission for “storage of Class
III in concrete pit”. Class III dangerous goods are flammable liquids, such as petrol and
diesel. It is therefore assumed that this application relates to the concrete-pit-lined UST
which is the subject of the 1956 consent application. The 1961 application does not
provide details as to the location or size of the concrete pit, however, a letter from the
Vacuum Oil Company (NZ) Ltd, dated 1961, also seeks permission to install a UST and
pump, and provides details as to the size and location of the tank. The Vacuum Oil
Company letter states that the UST is to have a volume of 1,000 gallons (approximately
4,500L), is for the storage of automotive diesel oil, and includes a sketch drawing
showing that the tank was to be located adjacent to a crusher and elevator, and a wood
building which was to be removed. An examination of site layout plans (from 1976 and
1981), and historical aerial photographs (Section 6) shows that crushers and elevators
were located to the west of the main building complex on land which has subsequently
been quarried away. It can therefore be concluded that the historical 4,500L UST does
not represent a potential contamination source for the current site.
A plan dated 1960 indicates that a transformer was to be situated at the rear (western
end) of the block plant building. The transformer kiosk is shown on historical site plans in
the same location as the current transformer – along the western wall of the former block
plant. The transformer represents a potential source of contaminants to the site, as
transformer oil historically contained polychlorinated biphenyls (PCBs) (in use until the
mid-1980s in New Zealand). Any PCB contamination would be expected to be localised
and restricted to the immediate vicinity of the transformer.
A site layout plan from 1970 shows an enlarged block plant, dry block store and office in
the commercial area. A building is located to the west of the block plant, which is
identified in a 1976 site layout plan as a scoria grading plant. The 1976 site plan also
shows a white cement store to the west of the block plant, and crushers and elevators,
and a workshop to the west of the scoria grading plant. The crushers, elevators and
workshop are located on ground which has subsequently been quarried away – aerial
photographs indicate by 2008. This information indicates that the workshop does not
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represent a potential contamination source for the site. By 2008 the scoria grading plant
has also been removed from site. A site plan from 1984 shows that the white cement
store is on a lower topographical level than the commercial area, and has since been
removed from site.
A site plan from 1974 indicates that a ‘gas pump’ was located at the eastern end of the
block storage area. The plan shows that the pump was to be moved from the eastern
end, to the southern side of the area. A survey plan from 1982 also shows a petrol pump
in this location. There are no tanks or other fuel storage or dispensing equipment marked
on these plans, or on any other plans that PDP has observed in the property file, in this
location. However, the petrol pump may be considered a potential contaminant source at
this location.
The site plan from 1984 also shows that the use of the buildings within the commercial
area has changed. The large block plant building has been split into two, with the
southern area labelled as a proposed glass showroom, and the northern area labelled as
a P.V.C building materials storage area. The open store (block store) to the north of the
main building complex is labelled as a showroom and sales area on the 1984 site plan.
These building use changes mark the start of a change in land use within the commercial
area, from industrial / processing activities related to the quarry only, to more general
light industrial commercial and retail activities.
A site plan from 1994 shows that a joinery factory has been established in the centre of
the former block plant building. The glass showroom continues to occupy the space to the
south, while the northern area of the block plant is labelled as being utilised for storage
of quarry equipment and a veterinary clinic, with a portion of the northern area labelled as
unoccupied space. The 1994 site plan also shows that the block store on the northern
part of the commercial area has been converted into a pet store.
From 2000-2005, site plans show that the commercial area was occupied by businesses
undertaking the following activities, within the former block plant buildings and block
storage area:
•

Bed / furniture sales;

•

Commercial and light industrial activities, primarily utilising wood (joinery, design,
moulding);

•

Veterinary practice;

•

Pet and pet supplies sales and stores.

A café / food retail business was established immediately to the south of the former block
plant in 2004, and a telecommunications tower was erected at the eastern end of the
former block plant in 2008.
The 2011 site plan shows that the area of the former block plant which was utilised as
joinery and design factories has been taken over by one tenant, for retail furniture sales.
Between 2011 and today, the site use remains the same except that the tenant
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undertaking wood moulding in the western area of the former block plant has vacated the
site.
A dangerous goods licence renewal document was found on the property file, which states
that a 1,200L mobile diesel tank was to be installed. The document is in the name of
Winstone Aggregates Ltd, but is not dated. Documents on the property file do not
indicate from when, or where on site, this mobile diesel tank was used.
Relevant information from the property file is included in a separate electronic file with
other supporting information.

7.3

Contaminated Site Enquiry

A Site Contamination Enquiry was submitted to Auckland Council who confirmed that
there are 2 pollution incidents for the Three Kings Quarry site based on information
available from the former Auckland Regional Council records system and information
currently held by the Natural Resources and Specialist Input Unit. The 2008 incident
relates to air pollution from teak oil (incident # 08/1357) and the 2011 incident relates
to open burning (incident # 11/1279).
A search of consents and environmental assessments within 200m of the subject site
identified the following:
•

Discharge consent 37770 for land use, earthworks and discharges associated
with the development of a controlled fill at 985 Mt Eden Rd.

•

Contaminated site discharge consent 36222 for land use, earthworks and
discharges associated with the development of a controlled fill at 985 Mt Eden
Rd.

•

Discharge to air consent 40041 for the extraction, crushing, screening,
transport storage and processing of aggregate at 987-1021 Mt Eden Rd.

•

Bore consent 15588 for the construction of a bore for groundwater level and/or
chemistry investigations at 987-1021 Mt Eden Rd.

•

Bore consent 21583 for the construction of a bore for the extraction of
groundwater for municipal supply at 985 Mt Eden Rd.

•

Bore consent 13346 for the construction of a bore for the extraction of
groundwater for municipal supply at 987-1021 Mt Eden Rd.

•

Bore consent 24160 for the construction of a bore for groundwater quality
monitoring at 1011 Mt Eden Rd.

•

Bore consent 24234 for the construction of a bore for groundwater level
monitoring at Big King Reserve, Duke St.

•

Bore consent 15417 for the construction of a bore for groundwater level and/or
chemistry investigations at the corner of Kingsway and Queensway.

•

Bore consent 15418 for the construction of a bore for groundwater level and/or
chemistry investigations on the corner of Gorrie Rd and St Andrews Rd.

•

Bore consent 21803 for the construction of a soakhole at 37 Landscape Rd.
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•

Bore consent 9818 for the construction of one pumped test bore and up to 7
observation wells for groundwater level and/or flow investigations along Mt Eden
Rd.

•

Bore consent 16095 for the construction of a bore for groundwater level and/or
chemistry investigations at Fyvie Rd Reserve.

The Site Contamination Enquiry response is included in a separate electronic file with
other supporting information.

8.0

Site Walkover

The site walkover for the commercial area in the northeast part of the site was completed
by PDP on 2 April 2014 in fine weather conditions. The extent of this site walkover was
limited to the following: outdoor areas around the existing buildings; and, inside the
vacant building on the western side of the main block of buildings (the former block
plant). Inspections were not carried out inside the tenanted buildings of the commercial
area currently used for a range of commercial activities (see below). Refer to Appendix B
for representative site photographs.
The commercial area in the northeast part of the site is largely covered by two blocks of
existing buildings. At the northern end of the commercial area is the smaller block of
buildings leased by Animates (pet shop). The main block of buildings are leased (north to
south) by Pet Doctors (veterinary clinic), The Design Store (furniture and homeware
retail), Rest (bedroom furniture retail) and Eiffel En Eden café. The building on the
western side of the main block of buildings is currently vacant. In the southwest part of
the main block of buildings is a tower which is currently used by 2 Degrees Mobile for
mounting telecommunications equipment. Some of the cladding and roofing on the main
block of buildings appears to be ‘Super 6’ ACM.
There is a paved car parking area at the southern end of the commercial area next to the
Eiffel café and Rest. There is a paved access way between the two blocks of buildings
which loops around the western and northern sides of the Animates buildings. There are
parking and loading areas around all of the buildings. There are soak holes in the parking
areas adjacent to Eiffel café and Animates, and various underground services along Mt
Eden Road.
The western part of the commercial area is not paved and the surface is mainly scoria
and hardfill. There is an old dangerous goods store on the northwest corner of the main
block of buildings. A new concrete pad has been laid to the west of the dangerous goods
store. This was constructed as a storage area for shipping containers. There is an
electrical transformer shed on the western side of the main block of buildings. Midway
along the western boundary of the commercial area there is a steel pipe coming out of
the ground, possibly an old water filling point. In the southern part of the vacant building
there is a concrete floor with grated floor drains, downpipes and soak holes. In the
northern part of the vacant building, near the roller door access, is a section of concrete
floor that may have previously been a vehicle service pit or some other feature.
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In the southwest part of the commercial area, next to the vacant building is a large
concrete pad where dust extraction equipment was formerly located. 2 Degrees have
recently relocated their electrical cabinet to this concrete pad from a small concrete
plinth on the western boundary of the commercial area. In the southwest part of the
commercial area, adjacent to the vacant building and old tower, there are fragments of
suspected ACM which appears to have fallen from the degrading cladding on these
structures. In the same area is an underground concrete chamber of unknown use that
appears to be holding water. There is a manhole opening in the concrete lid and a thin
steel cover that is badly rusted and unsecured. In the southwest corner of the commercial
area there is a 210L drum (contents unknown).
A second site walkover covering the balance of the site was completed by PDP on 21 May
2014 in fine weather conditions. The extent of this site walkover was limited to the
vicinity of the main site entrance in the northeast corner of the site. The Watercare Water
Treatment Plant area in the southeast corner of the site was locked and hence only
observed from Mt Eden Road. The main quarry pit was not accessed but was viewed from
the main site entrance area. It was noted that there was a truck wash, and a portacom in
the quarry pit. Refer to Appendix B for representative site photographs.
The current infrastructure at the main entrance area consists of a permanent building in
the northeast corner of the site and three relocatable portacoms nearby. The permanent
building houses the former engineering workshop and administration offices above. The
area also includes a lunch room and toilet. The former engineering workshop is no longer
used as a workshop because quarrying no longer occurs at the site; it is used primarily for
storage. Both new and used/waste hydraulic oils are stored in drums within the
workshop. Actively used drums are bunded (see photos) and new drums are not. The
area is also used for storage of spare parts for a mobile-crusher unit, and engineering and
hand tools. The workshop area is sealed with concrete.
There are three portacom/relocatable buildings in the main entrance area; the quarry
manager’s office; the former weigh bridge kiosk (currently vacant); and, the current weigh
bridge kiosk situated in the weigh bridge area on the northern property boundary. The
main access to the quarry pit is via the weigh bridge and the access road that runs along
the northern and western boundary of the quarry. The weigh bridge area has a wheel
wash for trucks exiting the quarry. Wash water is captured into an onsite interceptor and
then discharges to ground. The remaining area around the entrance and gate is asphaltsealed and comprises staff and visitor parking, rubbish skip bin storage, and water tanks
for storage of water for the truck wash and dust management (see Figure 1 in Appendix
A).
There are two dust monitoring locations along the northern site boundary. Quarrying
activities appear to have ceased and there is evidence of filling in the quarry pit. There is
a wheel wash in the base of the quarry pit and a portacom building. A power conduit is
visible on the western wall of the quarry pit which is understood to supply power to the
quarry floor from Fyvie Ave. The pump shed in the southeast part of the quarry was
visible.
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9.0

Summary

This PSI into the current and historical use of the Three Kings Quarry has shown that the
site was originally part of a larger quarry that extended to the north, south and southwest.
Quarrying has recently ceased and filling of the quarry pit commenced in 2012 under
resource consents 36221, 36222, 37770 and R/LUC/2009/743. The stringent
acceptance criteria for contaminant concentrations set in the filling consent comply with
the criteria set out in the NES, and the ACRP:ALW/PAUP permitted activity criteria. Hence,
subject to ongoing compliance with the consent conditions, there are not anticipated to
be any land contamination issues associated with the filling operation.
Quarrying activity appears to have been limited in the northeast part of the site where the
commercial area and main building complex are located. The main building complex was
constructed in the 1940s and 1950s as part of the concrete block plant. The buildings of
the former block plant have been extended and altered, both internally and externally,
since the original buildings were constructed. The buildings have been utilised and leased
by a variety of tenants and used for:
•

Construction and storage of concrete blocks;

•

Machining and moulding of timber products;

•

Veterinary practice;

•

Retail sales (furniture, building supplies, pets and pet supplies);

•

Telecommunications equipment.

Table 1 below summarises the potential sources of contamination, which have been
identified through a search of historical and current documents relating to the Three Kings
Quarry site, and from the site walkovers. The location of these potential contaminant
sources are marked on Figure 1 in Appendix A:
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Table 1: Potential Sources of Contamination
Contaminant Source

Location

Contaminant(s) of

Potential

Concern

Contamination
Mechanism

Asbestos containing

Wall and roofing

Asbestos fibres

Degradation / destruction

building materials

materials of former

of building materials

block plant and store

allowing release of
asbestos fibres to air
and to ground

Fill materials

Beneath existing

Unknown

buildings and across

Leaching of
contaminants to ground

the commercial area
Coal fired boiler

Southern end of former

PAHs, boron and heavy

Settling of particulate

block plant

metals in ash

material; ash dumped or
reused as fill

Electrical transformer

Western side of former

PCBs – in insulating oil

block plant

Spills or leaks of oil
during general operation
or when refilled.

Gas pump

South eastern corner

Petroleum

Spills during vehicle

of former block store

hydrocarbons

refilling; leaks from

area
Mobile diesel refuelling

Site wide

tank
Commercial industrial

Inside western factory

activities

space of former block
plant (utilised for
moulding of wood
products)

storage tanks
Petroleum

Spills during vehicle

hydrocarbons

refilling

Suspected; incomplete

Discharge to ground via

Petroleum
hydrocarbons (e.g.
from lube oils)
Volatile Organic
Compounds (e.g. from
adhesives)
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10.0 Conclusions and Recommendations
With respect to the potential contaminant sources identified in this PSI, the following
conclusions and recommendations can be made.
•

The presence of ACM cladding and roofing will require appropriate management
during building demolition and disturbance of surface soils in areas where ACM
fragments and fibres may have been deposited;

•

While it is considered likely that any fill materials used beneath building
platforms in the commercial area were sourced from the adjacent quarry, there is
potential that contaminated fill has been deposited on site. Sampling of fill
material during site development is recommended to confirm contaminant
concentrations;

•

Coal ash can contain elevated concentrations of PAHs, boron and heavy metals.
While there is no evidence that ash from the coal fired boiler was dumped or
reused as fill on site, there is potential for localised contamination associated
with coal ash containing fill if present on site. The burning of coal and the
associated air discharge (fly ash and particulates) may also have resulted in a
wider distribution of contaminants across the site. Further investigation of this
potential issue is recommended;

•

A 4,500L UST was historically located to the west of the commercial area, on
ground that has since been quarried away. Therefore this facility does not
represent a contaminant source for the site;

•

A fuel pump is marked on various site plans at the eastern end of the former
block store area, but none of the information reviewed has shown the location of
tanks or lines related to this pump;

•

The Domain Environmental report (DEL, 2009) states that a 13,500L AST was
located on site in an area which has since been quarried away, however, no
record of this facility was found during the information review undertaken for this
PSI. Further information review and / or discussion with sources familiar with the
historical operation of the site is required in order to confirm the location of
historical petroleum storage and dispensing facilities on site. Sampling of soils is
recommended in areas of the site where fuel storage and dispensing equipment
is confirmed as having been located;

•

Sampling of site soils in the immediate vicinity of the transformer kiosk is
recommended to determine whether any actual contamination occurred from this
equipment. Transformer oil should be tested for PCBs as part of the
decommissioning of this equipment unless there is existing documentation to
confirm that the transformer oil is free of PCBs;

•

The nature of the materials used as part of their wood moulding processes by the
former occupants of the western factory space in the main building complex is
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unknown, however, it is considered likely that lubricating oils were required for
machinery and that adhesive materials may have been required. Other
hazardous materials may also have been required as part of their manufacturing
processes. Any spills or leaks of such materials would have had the potential to
migrate directly into the ground via the soak holes located inside this factory
space. A discussion with the previous occupants of this factory space is
recommended, in order to accurately determine the nature of their industrial
processes, the materials that were used, and whether any spills or leaks were
recorded as occurring. If these discussions indicate that discharges of
contaminants to the soak holes occurred during historical factory use, then
further investigation and/or assessment may be required.
•

The location where the mobile refuelling tanker, reported to have been in use at
the site, was stored and used has not been ascertained during this review.
Further, the information sources reviewed have not contained details regarding
the procedures around the use of such a tanker (e.g. did refuelling take place on
unsealed ground, whether drip trays were used, etc.), or whether any spills or
leaks occurred. Discussion with sources familiar with the historical operation of
the site is required in order to confirm the areas of the site where the mobile
tanker was stored and used, whether any spills or leaks occurred, and what, if
any procedures were in place to avoid or mitigate any spills or leaks that
occurred.

In summary, the Three Kings Quarry site has been subject to HAIL land use based on this
PSI and hence the NES applies to this piece of land. The proposed change of land use,
subdivision and soil disturbance trigger the NES.
This PSI, undertaken in accordance with MfE CLMG No 1 (MfE, 2011), has identified
several actual or potential contaminated land issues within the site. Completion of a
Detailed Site Investigation (DSI) of the developed areas of the site is not possible at this
stage due to the current building coverage and use of the site. It is proposed that actual
and/or potential contaminated land issues be addressed through a Site Management Plan
(SMP) to be prepared as a condition of consent prior to development of the site. The SMP
should include a requirement for a report summarising compliance of the fill operation
with resource consents 36221, 36222, 37770 and R/LUC/2009/743.
The actual and potential contamination issues identified by this PSI are able to be
addressed using standard contaminated land management practices. It is understood that
the proposed development will require a resource consent as a discretionary activity under
NES Regulation 11.
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Appendix A
Figure 1: Preliminary Site Investigation Plan
Figure E1: Geology (prepared by PDP in 2009
for Winstone Aggregates Ltd)
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Appendix B

Site Photographs

PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 1: Car parking, café and bed shop on the southern part of the commercial area viewed from the eastern side
of Mt Eden Road.

Photograph 2: Bed shop and furniture shop on the southern part of the commercial area
viewed from the eastern side of Mt Eden Road.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 3: View north along Mt Eden Road.

Photograph 4: Veterinary clinic and Animates pet shop with access way in between.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 5: Veterinary clinic adjacent to access way.

Photograph 6: View east along access way to Mt Eden Road with veterinary clinic on the right.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 7: Delivery access to the furniture store from the access way.

Photograph 8: View east along access way to Mt Eden Road with the Animates pet shop on the left.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 9: Possible former dangerous goods store on the northwest corner of the main block of buildings.

Photograph 10: Recently laid concrete pad on the northwest corner of the main block of buildings.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 11: Parking area along the western side of the commercial area behind the main building complex.

Photograph 12: Access way on the northern side of the Animates building looking northeast towards Mt Eden Road.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 13: Electrical transformer shed on the western side of the main block of buildings.

Photograph 14: Fill point (water?) on the western side of the main building complex.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 15: View north inside the western building currently vacant.

Photograph 16: Former vehicle service pit near the northern end of the western building currently vacant.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 17: Floor drains and metal covers over

Photograph 18: Soakage pit inside the western building currently vacant.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 19: Recently relocated 2 Degrees electrical cabinet and cell phone tower on the existing tower building in
the southwest part of the main building complex.

Photograph 20: Concrete pad for former dust extraction equipment.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 21: Suspected ACM fragments from degrading building cladding in southwest part of the commercial area
next to the 2 Degrees electrical cabinet.

Photograph 22: Suspected ACM cladding on the southwest part of the main building complex.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 23: Former location of 2 Degrees electrical cabinet.

Photograph 24: Underground chamber in the southwest part of the commercial area to the west of the main building
complex.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 25: View west along the access way between the two blocks of buildings.

Photograph 26: Service chamber cover adjacent to Mt Eden Road.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 27: Drum behind the Eiffel café in the southwest part of the commercial area.

Photograph 28: Former block plant tower in the southwest part of the main building complex.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 29: Main asphalt-sealed entrance area to the quarry site from Mount Eden Road.

Photograph 30: From the main entrance area facing northeast showing the
permanent site building with boardroom below (ground floor) and administration offices above.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 31: As above showing the engineering workshop area (behind roller doors).

Photograph 32: Inside the engineering workshop showing new hydraulic oil storage.
Note: concrete floor.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 33: Inside engineering workshop showing hand and power tools.
Note: concrete floor.

Photograph 34: Inside the engineering workshop showing bunded oil storage area
– both new and used hydraulic oils. Note: concrete floor.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 35: Inside the engineering workshop showing new hydraulic oil storage.
Note: concrete floor.

Photograph 36: Inside engineering workshop showing storage of parts of mobile crusher unit.
Note: concrete floor.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 37: Main entrance area showing Quarry Managers Portacom office
and site boundary beyond (concrete block wall).
Note: air/dust monitoring apparatus on top of the office.

Photograph 38: Main entrance area facing west showing the concrete-sealed
quarry reception Portacom and weighbridge / wheel wash area.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 39: Quarry reception area facing west showing weighbridge / wheel wash area.

Photograph 40: Wheel wash area facing east showing water storage tanks for wheel wash water (left)
and weighbridge / wheel wash (centre).
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT THREE KINGS
– FLETCHER RESIDENTIAL

Photograph 41: Adjacent to the wheel wash and weighbridge area showing cesspit and interceptor;
northern site boundary is indicated by the building on the left.

Photograph 42: Air/dust monitoring apparatus part-way along the northern site boundary.
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PRELIMINARY SITE INVESTIGATION – FORMER FLETCHER QUARRY LANDS AT
THREE KINGS – FLETCHER DEVELOPMENTS
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Photograph 43: Large-scale panoramic of the quarry as it is at the time of the site visit; photograph taken from the bund wall to the south of the main entrance area.

Features in this image include: the Watercare WTP (1); the quarry pump-shed (2); former extent of quarry in adjacent southern parcel (3);
former extent of quarry in south-west parcel (4); portacom in the quarry floor (5); lower wheel wash area (6); and, power into the quarry floor from Fyvie Avenue (7)
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Appendix C
Certificates of Title (current and historic)

COMPUTER FREEHOLD REGISTER
UNDER LAND TRANSFER ACT 1952

Historical Search Copy

NA953/21
Identifier
Land Registration District North Auckland
22 February 1950
Date Issued
Prior References
NA332/100

NA753/154

Fee Simple
Estate
15.1841 hectares more or less
Area
Legal Description Lot 1 Deposited Plan 37020
Original Proprietors
Winstone Aggregates Limited
Interests
7433818.1 Change of Name of Winstone Aggregates Limited to Fletcher Concrete and Infrastructure Limited 25.6.2007 at 9:00 am
7433818.2 Bond pursuant to Section 108(2)(b) Resource Management Act 1991 - 25.6.2007 at 9:00 am

Transaction Id

39629363

Client Reference

dfutter001

Historical Search Copy Dated 21/03/14 11:44 am, Page 1 of 1

